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‘ 62'—6" LIMITS ITEM 900.640 SPECIAL PROVISION (BRIDGE RAILING, GALVANZIED, HDSB FASCIA MOUNTED, STEEL TUBING) |
I
TYPICAL ELEVATION LOOKING AT FACE OF RAIL FROM CENTERLINE OF ROADWAY
BOTH SIDES TYPICAL
BILL OF MATERIAL
Qity mk Description Spec.
18 W6x20 FASCIA MOUNTED POST 3-1.000" OAL (GLV) AS72 gr 50
4 WEx25 DRIVEN POST #1 x 6 FT LONG (GLV) A572 gr 50
44 TUBE BLOCK HSS 8 x 4 x 3/16 x 6.000" LG (GLV) A500 gr B
10 HDSB W-BEAM PANEL 10 GA 12'-6" LG X 6-3" SP (GALY) M180 B2
6 SPLICE CHANNEL C7 X 12.25 x 2-7.000" w/ (4) TACKWELDED HEXNUTS (GALV) A572 gr 50
2 G1 TUBULAR STEEL RAIL (GLV)HSS 8 x 4 x 3/16 x 11'4.000" OAL AS500 gr B
4 G2 TUBULAR STEEL RAIL (GLV)HSS 8x 4 x 3/16 x 18-8.000" OAL AS500 gr B
2 G3 TUBULAR STEEL RAIL (GLV)HSS 8 x 4 x 3/16 x_14'-5.000" QAL AS500 grB
22 RECTANGULAR WASHER 0.1875" x 1.75" x 3.00" (GLV) A572 GR 50
36 U-SHAPED ANCHOR STUD 1" DIA 10" x 12" Ad49
72 PLATE WASHER 0.25"x 2" x 5" w/ 1.25" DIA CENTER HOLE A572 GR 50 H | G H WAY SA F ETY C O R P
144 HEXNUT (HI STR) 1" A563 DH GLASTONBURY, CT
72 ROUND WASHER (SAE) 1" F436 860-633—9445
900.640 SPECIAL PROVISION (BRIDGE RAILING |
> EXIEAD BOT 58 DA <13 (G FoG 355 GALVANIZED, HDSB FASCIA MOUNTED/STEEL TUBING) )Z ?ﬁ;ﬁéﬂ%ﬁ
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88 HEXNUT 5/8" HDG A563 DH E T 1977
178 ROUND WASHER SMALL FLAT 5/8" HDG F436 5 TinifisT sabmifiai =t L. Ea s
80 PANEL SPLICE BOLT 5/8" x 1.25" HDG A307 No. Remarks Dat “ LAFAYETTE 7 o
80 DOUBLE RECESS. NUT 5/8" HDG AS63 A REVISIONS WNPAR |, ™™ 03-03-14 [== NoNE |=’= D
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SECTION A-A

. | ~3/47 HOLE (TYP)
v o (6) LocATIONS

——W 6 x 20
R BRIDGE RAIL POST
‘T' (A572 GR 50)

o N\ 1/8" x 2° SLOTTED
HOLE IN POST (TYP)

T' TS 8 x 4 x 3/16 x 6" LG. TUBE BLOCKOUTS
(TYPICAL TOP & BOTTOM AT EACH POST)
TS 8 x 4 x 3/16 TUBING
o [k
5 SEE DETAIL "C”" FOR BOLT SIZES & LOCATIONS
: 0.750 x 2.500 SLOTTED HOLES

T
SPECIAL WASHER THIS SIDE (6) TYP FRONT POST FLANGE

|
BRIDGE RAILING HEAVY DUTY STEEL BEAM

PLATE WASHER —

i
-

THIS SIDE (TOP)

g
o
=4

REFERENCE SURFACE

+t=
) Sy

(TOP OF CONCRETE OR
, TOP OF PAVEMENT, IF PAVED)

FASCIA MOUNTED POST WITH CURB

(A500 GR B)

5/8" x 2" HEX BOLT (A325) WITH
(1) FLAT WASHER (F436)

TS 8 x 4 x 3/16 TUBING

(TYP) "(TYP)

PARTIAL SECTION B-B
SHOWING TUBE & SPLICE ONLY

W6x20 (A572 GR 50)

\_ 17 U—SHAPED ANCHOR RODS (A4489) (2) PER POST,
EACH WITH (4) HEX NUTS (A563 DH)
(2) PLATE WASHER (A572 GR 50) & (2) PLAIN WASHER (F436)

PLATE WASHER
THIS SIDE (BOTTOM)

3/16" THICK

1.25"¢ HOLE

(A572 GR 50)

(CENTERED ON PLATE)

Lo
Noo| T

11/16” x 1"
SLOTTED HOLE

" ——1/4" THICK PLATE
(A572 GR 50)

\ W6 x 25 POST\

SPECIAL WASHER DETAIL

PAY LIMITS FOR SPECIAL PROVISON ITEM 900.640 (BRIDGE RAILING,

PLATE WASHER DETAIL

=
7.000

11.000

N

o S o
o oo o

72.000

TS B x 4 x 3/16
(A500 GR B)

/ .
5/8" x 2" HEX BOLT (A325) WITH

NOTES

1. ALL WORK AND MATERIALS SHALL CONFORM TO SECTION 525

2. PRIOR TO GALVANIZING THE ASSEMBLED POST, GRIND ALL
EDGES TO A MINIMUM 1/16" RADIUS

3. ALL POSTS SHALL BE SET NORMAL TO GRADE

4. SPLICES FOR THE STEEL BEAM GUARDRAIL SHALL LAP IN THE
DIRECTION OF TRAFFIC

5. A RAILING JOINT SPLICE SHALL BE PROVIDED IN ANY RAIL BAY
SPANNING THE END OF AN INTEGRAL ABUTMENT BRIDGE AND AT
ALL SUPERSTRUCTURE EXPANSION JOINTS

6. SEE VAOT STANDARD DRAWING G—1 FOR DETAILS OF
DELINEATORS. A DELINEATOR SHALL BE INSTALLED AT 30 FT
SPACING OR THE NEAREST POST. WHITE IS TO BE INSTALLED ON
THE DRIVERS RIGHT. FOR ONE WAY BRIDGES, YELLOW IS TO BE
INSTALLED ON THE DRIVERS LEFT

7. FOR RADII LESS THAN 950 FEET, HSS 8 X 4 TUBES SHALL
BE SHOP BENT TO FIT THE APPLICABLE CURVE

8. HOLES IN THE RAIL FOR TUBE ATTACHEMENT MAY BE FIELD
DRILLED. FIELD DRILLED HOLES SHALL BE COATED WITH IN
APPROVED ZINC RICH PAINT PRIOR TO INSTALLATION

9. SEE STANDARD G—1 AND G—1d FOR ADDITIONAL DETAILS
CONCERNING GUARDRAIL.

5/8"¢ x 13" HEX BOLT (A325) WITH
(2) FLAT WASHERS (F436) &
(1) HEX NUT (A563 DH).

13 (TYP)" —
3/4™ HOLES IN TUBING

) )

5/8"¢ x 10" HEX BOLT (A325) WITH
(1) FLAT WASHER (F436),
(1) SPECIAL WASHER (A572 GR 50) &

POST ELEVATION

BOLTS IN SLOTTED HOLES SHALL NOT
GALVANIZED HDSB/FASCIA MOUNTED,/ STEEL TUBING) BE SO TIGHT AS TO PREVENT SLIDING
BETWEEN THE TUBING AND THE SPLICE CHANNEL
6'-3" 6'=3" (TYP)
1" OPEN JOINT IN TUBING -
. OR AS REQUIRED FOR EXPANSION 1'-6" SEE DETAILL "C
5" TS 8 x 4 x 3/16 x 6" LG "
= (TYPICAL AT BRIDGE POSTS 3"
AND APPROACH POSTS) 39" 7", 9 4| I
3 2 / 3 \
C¥ A 1 |
: NEE 7 7 t bl I [
3/4” x 1 1/4™ ” X i
REFERENCE SURFAGE SLOTTED HOLES W e =
IN TUBING
END OF BRIDGE SPLICE BAR C7 x 12.25 x 2'-7" LG/
OR END OF
PARALLEL WINGWALL
BRIDGE DECK
B
21 _81..
W6 x 25— CONST. OR EXP. JT. | 1'=2" min
APPROACH
POST #1 ||
NS

RAILING ELEVATION VIEW
(SHOWN LOOKING FROM (IE_WITHOUT CURB)

DRIVEN POST #1

(2) FLAT WASHERS (F436) &
(1) HEX NUT (A563 DH).
3/4" HOLES IN TUBING

%

DETAIL ”C”

(1) HEX NUT (A563 DH).
3/4" HOLE IN POST
3/4" x 1 1/4" SLOTTED HOLES IN TUBING

STEEL BEAM GUARD RAIL NOT SHOWN

C7 x 12.25 (A572 GR 50)
SPLICE CHANNEL

__K o——s e

\ 3/4"® HOLE IN CHANNEL
TACKWELD 5/8" HEX NUT (A563 DH).
CLEAN THREADS AFTER GALV. (TYP)

SPLICE BAR DETAIL

GLASTONBURY, CT
860-633—9445

HIGHWAY SAFETY CORP

900.640 SPECIAL PROVISION (BRIDGE RAILING
GALVANIZED, HDSB FASCIA MOUNTED/STEEL TUBING)
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